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Aluminium Linear Design
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Hakkimizda / About Us

MUKEMMEL YAPILAR iCiN...

35 yili askin tecribesiyle, Saray Aliminyum TUrkiye aliminyum sektérindn dnde gelen firmalarindandir. Modernize edilmis
entegre tesisleriyle, istanbul Gunesli ve Tekirdad Cerkezkdy' de. foplam 90.000 m? kapall alanda Endustriyel Profiller,
AlUminyum Mimari Sistemleri, Aliminyum Kompozit Panel ve PVC Profil Gretimleri yapmaktadir.

ilk 250 sanayi sirketleri icerisinde yer alan ve aliminyum sektdriinde ihracat birincilikleri olan Saray Aliminyum endUstriyel ve
mimari ¢ézumlerinin %55'den fazlasini, Avrupa. Afrika, Asya ve Orta Dogu bélgelerinde 60'dan fazla Ulkeye ihrac etmektedir.

Saray Aliminyum Toplam Kalite Yéntemi kullanir; firmamizin ISO 9001, ISO 14001, ISO 50001, CE, Qualicoat, Qualanod
sertifikalari ve Urtnlerinin TSE, TSEK, TS — EN, IFT — Rosenheim, GOST-R, UKR-S, MPA Dresden, Aplus, Uluslarasi Teknik Onay, G
Uyumluluk Belgesi ve cevre dostu bir firma olarak "Cevresel Urin Beyani - Environmental Product Declaration (EPD)" gibi
sertifika ve onaylar bulunmaktadir.

FOR ELEGANT BUILDINGS

With over 35 years' experience in aluminium industry, SARAY Aluminium is one of the leading company in Turkey. With the
modernized & fully infegrated plants in Gunesli (Istanbul) and Cerkezkoy (Tekirdag), SARAY Aluminium produce Industrial
Aluminium Profile, Aluminium Door and Window Systems, Curtain Wall  System and Aluminium Composite Panel product
groups in 90.000sgm closed area.

As one of the Top 250 ranked industrial companies & export leading company in aluminium industry, SARAY Aluminium is
exporting more than 55% of its Industrial & Architectural Solutions to more than 60 countries in Europe, Africa, Asia and Middle
Eastregions.

SARAY Aluminium utilizes Total Quality Management, the company has been certified to ISO 9001, ISO 14001, ISO 50001, CE,
Qualicoat, Qualanod and its wide range of production has been certified by TSE, TSEK, by TS - EN, IFT-Rosenheim, GOST-R, UKR-
S. MPA Dresden, Aplus, UTO/ITA. G Conformity and as an eco-friendly company it has Environmental Product Declaration
(EPD)



Dinya’dailk
Tugla Goérinimli Aliiminyum Cephe Kaplama Siste
Patent No: 2008 / 01925

SARAY COTTA ile
cephenizin boyasi, uzun yillar boyunca
Uluslararasi QUALICOAT Garantisi altindadir.




Yeni nesil cephe kaplamasi SARAY COTTA DiZAYN

SARAY COTTA DIZAYN ile cephe kaplamak; pismis kil malzemelere goére iscilik, zaman ve maliyet acisindan buytk
avantaj saglamaktadir. Ekonomiktir ve montaj kolaydir.

SARAY COTTA DIZAYN 8 kg/m? ortalama montaj yoJunludu ile yapinin statik mukavemetine destek olur.
Qualicoat boya teknolojisi ile Gretilen SARAY COTTA DIZAYN kirlenmez, solmaz ve yipranmaz. Uzun émarGdur.
SARAY COTTA DIZAYN profiller aliminyum ekstrizyon Griint oldugundan; yangin emniyetlidir. Cevre dostudur.

SARAY COTTA DIZAYN pismis kil ttrevi bir malzeme olmadidindan; mimari proje ve cephenin durumuna gére istenilen
boyutta uretilme imkanina sahiptir.

Ozel projelerde, standart renk kartelasi disinda istenilen renkte SARAY COTTA DIZAYN Uretilebilir.

SARAY COTTA DIZAYN, yangin dayanimi olarak, A2 Yanmazlik Sinifinda olup bu 6zellidi ile tum binalarda tercih
sebebi olmaktadir.

SARAY Mimari Sistemler, gelismis AR-GE departmani ve sahip oldugu ileri teknolojiyle her tiirlii
mimari yapiya ¢6ziim sunmayi hedefler, tasarladigi her yeni Griin mimari bir degerdir.
Urlinde ve hizmette tam kalite anlayisiyla en iyisini sunmak icin calisir

New generation material for facade SARAY COTTA DESIGN

In comparison to ceramic file cladding, SARAY COTTA DESIGN has an advantage on labor cost, and time

With approximately 8 KGs of aluminium used per 1m2, SARAY COTTA DESIGN increases the static strength of the
structure

Coating with QUALICOAT technology, SARAY COTTA DESIGN is dirt-repellent, nonfading and ageless.
As an extruded profile, SARAY COTTA DESIGN is fire resistant and eco-friendly product.

Since it's not a baked clay product, SARAY COTTA DESIGN can be produced in requested dimension according fo
the architectural structure and facade.

In addiition to the standard color chart, SARAY COTTA DESIGN can be coated with desired color for special projects.
SARAY COTTA DESIGN is an A2 degree of incombustible material, thus it's preferred in any kind of buildings.
SARAY Architectural Systems aims to offer solutions to all architectures with it’s advanced R&D

department and hi-tech production, all the new designs & solutions are architectural value.
It works to offer the best product and service with total quality management.



LINEAR DESIGN

Saray Linear Design ile cephenizin kaplamasi
istediginiz renk ve istediginiz uzunluktadir.

Uluslararasi A2 Yanmazlik Garantisi altindadir.

With SARAY Linear Design, cladding can be done
with desired color and length.

It’s under warranty of international A2 standards

Pratik ve Hizli Uygulanabilen
Alimimnyum Cephe Kaplama Sistemi

Quick and Easy Assembly
Aluminium Cladding System




Yeni nesil cephe kaplamasi SARAY SIDING

Alternatif soguk ve kér cephelericin cephe kaplama malzemesidir. Ekonomik oldugu kadar da estetikfir.
Profiller projeye gore istenilen uzunlukta ve renkte uygulanabilir.

Bu kartela dakirenkler en cok tercih edilen Linear Dizayn renkleridir. Arzu edildigi takdirde istenilen renkte de boyanabilir.
CofttaDizayn’ danfarki dUsey profil olmamasidir.

Linear Dizayn profilleri arkadan esnememesi icin gizli olarak desteklenir ve surekli linear bir goérintt elde edilir. Projeye
gore yatay ya da dikey olarak uygulanabilir.

Cepheler Saray Linear Dizayn ile hem estetik hem de ekonomik olarak ¢ézdmlenir,

Saray Linear Dizayn, hizll uygulanabildiginden dolayl mimarlarin ve muteahitlerin kurtarncisidir. Sistemin diger bir ézelligi
de kolayca santiyede uygulanabilmesidir.

PVC esasli Siding malzemelere goére Aluminyumun A2 sinifi yanmaz &zelliginin olmasi, renginin solmamasi, istenilen renkte
Uretilebiliyor olmasi Saray Linear Dizayn’i tercih edilebilir hale getirmistir.

SARAY SIDING - New Generation Cladding

It’s an alternative cladding material for cold and blind spots of the facade. It's aesthetic and economic. Profiles can be
installed in desired color and length.

The colors in this catalogue is the most preferred Linear Design colors. It can be coated in desired color, The difference
from Cotta Design is that Linear Design doesn 't have vertical profiles.

In order to avoid stretching on the back, it has a hidden support and continuous linear view. Depending on the project,
itcan be installed horizontally or vertically.

With Saray Linear Design, facades have aesthetic and economic solutions.

Thanks to it’s fast installation method, it saves time of the architects and contractors. Another specialty of this systemis, it
can processed and installed at the consfruction yard.

Being an A2 degree of incombustible material, having unlimited color options, not fading of the color makes Saray
Linear Desing preferred in comparison to PVC based Siding materials.



Renkler / Colors







Ahsap Desenler / Wood Effects

Akca Agac / Maple M 9410 Acik Ceviz / Light Walnut M 9310

Koyu Mese / Dark Oak M 9446 Koyu Ceviz / Dark Walnut M 7163

Kiraz / Chery M 9405 Acik Venge / Light Wenge M 9396




Afromozya Tik / Afromozya Teak 93093 Corten 93092

Altin Mese / Gold Oak 5131 Tik / Teak 3181
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Linear Dizayn / Linear Design
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Profiller / Profiles

Cotta Dizayn / Coftta Design
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No : 7600

150' lik Cotta Lambri
1,180 kg/m

¥
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No : 7632 3|

200 lik Cotta Lambri
1,420 kg/m
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1,195 kg/m
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140' lik Cotta Lambri
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225' lik Cotta Lambri
1,545 kg/m
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250' lik Cotta Lambri
1,670 kg/m
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250' lik Fugal Cotta Lambri
1,965 kg/m

Uyan: Profil Agirhgimiz teorik olup; teslim anindaki tartimiz gecerlidir. / Warning: Our Profile weights are theoretically can be differ
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Analiz Tablosu
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Analiz Tablosu, Aksesuar, Braketler
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Aksesuar, Braketler

Epil 200
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U Fitil

(300 m ara ile kullanilir.)
U Gasket

SC-526-80
Aliminyum
L Ara Braket 80/80

L Bracket 80/80

SC-527-80

Aliminyum
L Ara Braket 120/80
L Bracket 120/80

SC-528-80
Aliminyum

L Ara Braket 160/80
L Bracket 160/80

] I SC-526-150
ZG.OJ./ 2 600 300 ] baslangig profili Aliminyum
A L Ana Braket 80/150

L Bracket 80/150

SARAYCOTTA ANALIZ ORNEGI
(1,20mx3,12m=3,744 m2 icin) (1m2=7,72 kg) SC'527'150
Malzemenin Cinsi Birim Miktar Toplam Aliminyum
7601 Dik fili 70 k 6,240 m 43 k L Ana Braket 120/150
601 Dikme profili 0,870 kg/m wliimg)ézad) 5,43 kg Cone Prakes
" , m
7631 250'lik cotta 1,670 kg/m 0,556 g a) 23,49 kg
80x150 Ana Braket 3 adet 1 adet 3 adet
80x 80 Ara Braket 3 adet 1 adet 3 adet SC":-5.28-150
Epil 200 2 adet 24 adet 48 adet Aldminyum
4,8x15 mm 3x3=9 ad (Ana braket) | o 4 o 12 ad L A_|:1a BraketC160/150
Genis Kafa Pop Pergin 3x1=3 ad (Ara braket) ad+>a a L Bracket 160/150
. .. 3x2=6 ad (Ana braket)
Celik Dubel (paslanmaz) 3x1=3 ad (Ara braket) 9 ad+3 ad 12 ad
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Colors Your World ~ Tmber shades of Grey nferal Cladding ~ INNovation  patented
Decorative Aluminium Composite Panel

First In The Worldl! Aesthetic Quality Approved  Elegant

: : QUALICOAT - -
Saray Linear Design . Envilonmentally Friend Aluminium Siding
GREEN Building ™" y " Durable

High Gloss Colorful arcHITECtural Solutions

Aluminium Siding rexiured Antigrafi Certified  sola

Saray Siding  uramer  Sustainabilty Perfection A2 Degree
Distinctive o External Cladding
Non Combustible Elegant Natural Wood Lamination  Saray

Saray New Generation Ease of Assembly Facade Ease of Assembly Dynamic Anodized

Saray Coftta Design

Exclusive

SARAY



