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S 45 ve S 55 gibi yalitim ihtiyacinin diisiik oldugu sicak iklimlerde
sikga tercih edilen kapi ve pencere sistemlerinin tamamlayicisi
olarak 6ne ¢ikan Oval Sistem; 28 mm, 32 mm ve 38 mm genislikte
kanatlara sahip yalitimsiz bir stirme sistemidir.

Bu sistem, 6 mm'den 20 mm'ye kadar &lgllerde cam kullanimina
olanak tanir ve basit sirme ihtiyaci olan yapilar igin ideal ¢oziimler
sunar. Tum versiyonlarinda sineklik uygulamasi standart olarak yer
alirken, 6zel pervaz profilleri sayesinde icte ve dista pervaz
uygulamasi da mUmkudnddr.

Oval Sistem, estetik gorinimuyle birlikte kullanim kolayligi ve
islevselligi bir araya getirerek kullanicilarin beklentilerini karsilar.

Oval System, whch stands out as a complement to door and
wndow systems such as S 45 and S 55, whch are frequently
preferred n hot cl mates where the need for nsulaton s low; It s a
non- nsulated sl d ng system w th 28 mm, 32 mm and 38 mm w de
sashes.

Th s system allows the use of glass n's zes from 6 mm to 20 mm and
offers deal solut ons for structures requ r ng s mple sl d ng systems.
Whle mosquto applcaton s standard n all versons, nteror and
exter or sllappl caton s also poss ble wth spec al s Il prof les.

Oval System meets the expectat ons of users by comb n ng ease of
use and funct onal ty by ts aesthet ¢ appearance.
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TEKNIK OZELLIKLER - TECHNICAL PROPERTIES

Sistemin kasa derinligi System frame depth 45 mm
Sistemin gorundr genisligi Sabit System visible height Fixed 37,5 mm
Kanat Vent 61 mm
Sistemin kanat derinligi System sash depth 28 mm
Sistemin kenet derinligi System middle section depth 63,16 mm
Minimum cam kalinigi Min. glazing thickness 6 mm
Maksimum cam kalinhgi Max. glazing thickness 20 mm
Maksimum kanat boyu Max. sash dimensions 2100 mm
Maksimum kanat agirhgi Max. sash weight 110 kg
TEKNiK OZELLIKLER - TECHNICAL PROPERTIES
Sistemin kasa derinligi System frame depth 59,5 mm
Sistemin gorinUr genisligi Sabit System visible height Fixed 46,5 mm
Kanat Vent 65,48 mm
Sistemin kanat derinligi System sash depth 32mm
Sistemin kenet derinligi System middle section depth 71,9 mm
Minimum cam kalinigi Min. glazing thickness 6 mm
Maksimum cam kalinlig Max. glazing thickness 20 mm
Maksimum kanat boyu Max. sash dimensions 2200 mm
Maksimum kanat agirhgi Max. sash weight 110 kg
TEKNIK OZELLIKLER - TECHNICAL PROPERTIES
Sistemin kasa derinligi System frame depth 84,1 mm
Sistemin gérinir genigligi Sabit System visible height Fixed 43 mm
Kanat Vent 82,5mm
Sistemin kanat derinligi System sash depth 38 mm
Sistemin kenet derinligi System middle section depth 86,2 mm
Minimum cam kalinigi Min. glazing thickness 6 mm
Maksimum cam kalinlig Max. glazing thickness 20 mm
Maksimum kanat boyu Max. sash dimensions 2200 mm
Maksimum kanat agirhigi Max. sash weight 110 kg
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